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A portable gas cutting machines with steplessly
variable adjustment of the cutting speed for manually
guides profile cutting and for |, V, X and K weld bevel
cuts by means of track guide. To produce disks or
flange, circle device can be included to the machine.

Specifications

Models P2 P22
Number of cutting torches 1 2
Cutting thickness(mm) 6-300 6-300
S T R Cutting speed, mm/min 75-700 75-700

e Max. torche lateral adjustment, mm 150 330
Max. parallel cut, mm - 380
Min. parallel cut, mm - 45
max,/min circle cut, mm 1380/75 1740/75
Mains supply, V/Hz 230/50-60  230/50-60
Input power, VA 60 60
Weight, Kg 9 11
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Oxygen / pre - heat gas supply cutting valve e 5399 LS g Cae ] 1S pglg S o

Carrying handle, Forward / Reverse / Stop
switch, Speed control regulator & Main cable
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For hand guiding during profile machine is fitted
directly on plate (middle wheel is released).
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Nozzle, Torch & Bevel angle clamping knob
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Circle cutting attachment from 75 - 1300 mm



Portable Flame Cutting machines
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Straight and strip Cutting (P2/P22)
(Single Torch or Twin Torch)

A straight cutting metal pieces With minimum 3 mm.
height that locked to the plate 300 mm. further from
cutting line. The machine operate for stripe cutting
by two torches and bevel cutting is available.

or track guidance:
To operate machine on a specially designed guide rail
2.2 - 3.0 meters length.
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Pipe Cutting Machine (PP2)
(Hand Operated or Motorized)

This system is applyed wih tow movement metale
manual or motorize.

In motorize system operated with a DC electromotor
with steplessly variable adjustment of the cutting
speed and polarity direction. Min. diameter of pipe is
15 cm.

(CPP) >0 (5l &l b o 68w

FPQUQOJbﬁJ'll5£|3_‘|5a:|l§.u4u_\.:‘_ﬁxﬂl5|ﬂa.5b1$;husuﬂl
G Ui lau o L) 03 214b sioalio Poools Fe jlg shioslio
195909 181 Sy (5945 b g (Sl Sl (Jul8 jioulio Fooo shi
g 63gs pubins | lE al8iws ¢l IS Cue . 35S o 8 DCL 4o

gl | (58 s g2 g s Colols

Circle Cutting Machine (CP2)

This machine designed for cuts disks and flanges from
50 to 420 mm & 560 to 2000 mm. Diameter and
operated with a DC electromotor with steplessly
variable adjustment of the cutting speed and polarity

direction.




